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BR-Article-No.:   920000 (5 pieces in folding box) 
 
Article-Name:   Filter 19 A 
 
Article-Type:   Breathing protection filter cartridge A1 acc. EN 

14387:2004+A1:2008 as part of a respirator 
EN 133 

 
Kind of Article:   Gas filter acc. EN 14387:2004+A1:2008 for 

filtering device 
   (Personal protective equipment) 
 
Use:   Inserted in filter adapter 5570/35, connected to half masks (EN 140) or full 

face masks (EN 136) with standard thread connector for respiratory for 
protection against organic gases and vapors with boiling point above 65°C. 

 
Description:   Cylindrical housing 
 
Materials:   Filter housing, hole plate  aluminium alloy 
   Gas filter medium   activated charcoal 
   Fleece discs poly   propylene 
   Sealing Film    propylene 
 
Measurements:   Diameter approx. 90 / 95 mm, height approx. 30 mm 
 
Weight:   Approx. 95 grams 
 
Inhalation resistance  < 1,0 mbar at 30 L/min constant air flow 
   < 4,0 mbar at 95 L/min constant air flow 
 
Marking:   BR-Logo gas filter EN 14387 ce-labeling A1 
   +++ (charge-no.) mm/yyyy (expiry date) 
   Typ 19 A  Art.-No. 920000 
   Colour marking: brown 
 
 
Handling:   Do not remove the filter from the packaging until immediately before use 

and insert it into filter holder 5570/35. 
   Screw the filter holder firmly into the connector of the mask 
 
Storage:   Room temperature, protected against cold, heat and humidity 
 
Warning advice:   Follow the instructions for use! 
 


